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TAMPA SPORTS AUTHORITY

BABE ZAHARIAS GRILL RENOVATION


SECTION 123661 - SOLID SURFACE COUNTERTOPS 
PART 1 - GENERAL 
0.1

RELATED DOCUMENTS

A.
Drawings and general provisions of Contract, including General and Supplementary Conditions and Division 1 Specification Sections, apply to this Section.

1.2 
SUMMARY 
A.
This Section includes the following:

1.
Quartz countertops. 
2.
Solid surfacing countertops. 

3. 
Solid surfacing millwork and window sills. 
4.
Adhesives and sealants. 
     B.
Related Sections:  The following Sections contain requirements that relate to this Section:
  1.
Section 061000 - Rough Carpentry. 
2.
Section 064000 – Architectural Casework 
3.
Division 22 - Plumbing Sections. 
1.3 
SUBMITTALS 
A.
General:  Submit the following in accordance with Conditions of Contract and Division 1 Specification Sections.

B.
Product data for each specified product. Include manufacturer’s technical data sheets and published instructions. Submit Material Safety Data Sheets (MSDS) for adhesives and sealants.

C.
Submit fully dimensioned shop drawings showing countertop and window sill layouts, joinery, terminating conditions, substrate construction, cutouts and holes. Show plumbing installation provisions. Include elevations section details and large scale details.
D.
Samples for initial selection purposes in form of manufacturer's color charts consisting of actual units or sections of units showing full range of colors, textures, and patterns available.

E.
Test Reports: Submit certified test reports showing compliance with specified performance characteristics and physical properties, if required.

F.
Maintenance Data: Submit manufacturer’s published maintenance manual with closeout submittals. 

1.4 
QUALIFICATIONS

1. Fabricator Qualifications: Minimum of three years documented experience in fabricating solid surfacing countertops similar in scope and complexity to this Project.  Currently certified by the manufacturer as an acceptable fabricator. 
2. Installer Qualifications: Minimum of three years documented installation experience for projects similar in scope and complexity to this Project, and currently certified by the manufacturer as an acceptable installer. 
1.5 
DELIVERY, STORAGE, AND HANDLING 
A. Storage and Protection: Store materials protected from exposure to harmful weather conditions, at temperature and humidity conditions recommended by manufacturer.  Store sheet materials flat on pallets or similar rack-type storage to preclude damage. 
1.6 
PROJECT CONDITIONS 
A. Field Measurements: Verify actual measurements and openings by field measurements before fabrication; show recorded measurements on shop drawings. Coordinate field measurements and fabrication schedule with construction progress to avoid construction delays. 
B. Adhesive:  Acclimatize adhesives to occupancy room temperatures with maximum temperature not to exceed 75 deg F. 
1.7
WARRANTY 
A. 
Manufacturer’s Limited Warranty:  Provide manufacturer’s standard 10 Year Commercial Limited Warranty against defects in solid surface sheet materials. 
PART 2  - PRODUCTS 
2.1 
MANUFACTURER 

A. 
Basis of Design: Wilsonart LLC. 
 2.2 
SOLID SURFACE SHEET MATERIAL 
A. Acceptable Product:  “Wilsonart Solid Surface.” 
B. Composition: Acrylic resins, fire-retardant mineral fillers, and proprietary coloring agents.  Through-the-body color for full thickness of sheet material. 
C. Material Thickness: 1/2 inch, nominal. 
2.3 
ACCESSORY MATERIALS 
A. Joint Adhesive:  Methacrylate-based adhesive for chemically bonding solid surfacing seams.  Color complementary to solid surfacing sheet material. UL 2818 GREENGUARD Gold certified and complies with SCAQMD Rule 1168. 
1. Product:  “Wilsonart Hard Surface Adhesive.” 
B. Elastomeric Sealant:  Mildew-resistant silicone sealant for filling gaps between countertops and terminating substrates in wet environment applications.  Complies with ASTM C 920, Type S (single component), Grade NS (nonsag).  
1. Product:  Acceptable to countertop manufacturer. 
2. Color:  Selected from sealant manufacturer’s standard offerings. 
C. Siliconized Acrylic Sealant:  Siliconized acrylic latex sealant. For general applications to fill gaps between countertops and at terminating substrates.  Complies with ASTM C 834, Type OP, Grade NF, and SCAQMD Rule 1168.  
1. Product:  ”Wilsonart Color Matched Caulk”. 
2. Color:  Selected from sealant manufacturer’s standard offerings. 
D. Construction Adhesive:  Countertop manufacturer’s recommended silicone-based construction adhesive for backsplashes, endsplashes, and other applications according to manufacturer’s published fabrication instructions. 
2.4 
FABRICATION 
A. Fabricate components in shop, to greatest extent practicable, in sizes and shapes indicated according to approved shop drawings and Wilsonart published fabrication requirements. 
B. Form joint seams between solid surfacing components with specified seam adhesive.  Completed joints inconspicuous in appearance and without voids.  Provide joint reinforced if required by manufacturer for particular installation conditions. 
C. Provide holes and cutouts indicated on approved shop drawings.  Rout cutouts and complete by sanding all edges smooth. 
PART 3 - EXECUTION 
3.1 
EXAMINATION 
A. Examine substrates and conditions that could adversely affect the work of this Section. 
B. Substrates must be sound, flat, smooth, and free from dust or other surface contaminants. 
C. Commencement of work will constitute acceptance of substrates and conditions to receive the work. 
3.2 
COUNTERTOP INSTALLATION 
A. Install solid surfacing components plumb, level, and true according to approved shop drawings and manufacturer’s published installation instructions.  Use woodworking and specialized fabrication tools acceptable to manufacturer. 
B. Form joint seams with specified seam adhesive.  Seams to be inconspicuous in completed work.  Seams in locations shown on approved shop drawings and acceptable to manufacturer.  Promptly remove excess adhesive. 
C. Provide minimum 1/2 inch radius for countertop inside corners. 
D. Fill gaps between countertop and terminating substrates with specified silicone sealant. 
E. Rout sink cutouts to manufacturer’s template.  Adhere solid surface cast sink units to countertops with specified adhesive. 
F. Install backsplashes and endsplashes where indicated on Drawings. Adhere to countertops with specified construction adhesive. 
G. Vanities:  Secure front panels to solid substrate with specified construction adhesive.  Maintain 1/16 inch gap between fixed and removable panels. 
1. ADA Vanities:  Angled front panel to permit wheelchair access to comply with referenced accessibility standard. 
3.3 
WINDOW SILL INSTALLATION  
A. Install window sills for full length of each window unit, securing to substrates with concealed fasteners and specified adhesive. 
B. Provide minimum 1/8 inch expansion gap on both sides of window sills.  Fill gap with specified joint sealant. 
C. Completed work to be plumb, level, and true, with edges eased and sanded smooth.  
3.4 
REPAIRS 
A. If permissible to Architect, minor surface marring for solid surfacing components may be repaired according to manufacturer’s published installation instructions. 
B. Remove and replace solid surfacing components that are damaged and cannot be satisfactorily repaired. 
3.5 
CLEANING AND PROTECTION 
A. Clean solid surfacing components according to manufacturer’s published maintenance instructions.  Completely remove excess adhesives and sealants from finished surfaces. 
B. Protect completed work from damage during remainder of construction period. 
END OF SECTION 123661 
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