
SECTION 016010 - HAZARDOUS MATERIALS


PART 1 - GENERAL

1.1	RELATED DOCUMENTS

A.	Drawings and general provisions of Contract, including General and Supplementary Conditions and Division 1 Specification Sections, apply to this Section.

1.2	GENERAL REQUIREMENTS

A.	The use of hazardous materials is to be in accordance with Florida Statutes 235.3215.

1.	Definitions:  “Hazardous material” is hereby defined as being any substance that could cause a health risk if used in an inappropriate way or contrary to manufacturer’s recommendations.  Hazardous materials include all materials listed on the “Florida Substance List” and further defined and regulated by Chapter 381-30 of the Florida Administrative Code (Rules of the Department of Labor and Employment Security), as published by the Department of Labor and Employment Security, Division of Safety.  Copies of this list are available on request from the Division of Safety by calling 1-800-367-4378.
2.	Submittals:  Submit a Material Safety Data Sheet to the Architect for each hazardous material proposed for use on the project.  The Architect shall submit all “MSDS’s” to the Owner for review and approval.  All “MSDS’s” are to be submitted within 30 days of the start of construction, but in no case not less than 30 days prior to the scheduled use of that product.  No material containing a hazardous substance shall be used on the project without an approved MSDS.
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PART 2 - PRODUCTS   (Not Applicable)

PART 3 - EXECUTION

3.1	EXECUTION

A.	If upon review, the Owner disapproves of the hazardous material being proposed for use, the Construction Manager shall find an acceptable substitution at no additional cost to the Owner and resubmit an “MSDS” to the Architect for review and approval.

B.	If the proposed hazardous material is approved for use, the Construction Manager shall notify the Owner no less than 14 days prior to the scheduled use of that product so that proper measures can be taken to insure the safety of students and staff.
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C.	Hazardous materials that are approved for use on the project must be installed in accordance with manufacturer’s instructions and other applicable regulations.  Printed manufacturer’s instructions pertaining to the use of the product are to be made available to the Architect for review.

D.	MSDS’s are to be made available upon request to all individuals who may come in contact with the material.

END OF SECTION 016010
